PeetLab Magnetic Stirrer

with Hot Plate MSA-Series

FEATURES

e Ceramictop plate

« High magnetic adhesion

« PIDtemperature control

« Innerand Outer Temperature Sensor

» Fixed safety circuit of 400 [J

« Germany brushless motor for long time ,stir
speed 0-2000rpm

» LED display for working temperature,
temperature setting and stirring speed setting

« 3 working modes: Heating only, Stirring only,
Heating & Stirring

« Top plate in 4 sizes available: 140x140mm,
180x180mm, 230x230mm, 280x280mm

» Optional: Removable 50- 1000ml heating
mantle for flask

Optional

Top Plate Size (mm) 140 x 140 180 x 180 230 x 230 280 x 280
Temperature Range (°C) Ambient to 400 Ambient to 400 Ambient to 400 Ambient to 400
Heating Control PID controller, internal & external temperature sensor, LED display
Top Plate Material White or black Ceramic

Temperature Display 1°C

Stirring Speed 0 ~2000rpm

Stirring Speed Display LED for 1 rpm

Working Temperature Ambient Temperature to 40°C

Power Supply 220V/50Hz, 110V/60 Hz

Power(W) 260 350 600 750
Motor Power 8w, DC14V 8w, DC14V 40W, DC20V 40W, DC20V
Temperature Accuracy (°C) *1°C

Stirring Flask Capacity (ml) 50-500 50-2000 50-5000 50-10000
Stirring flask Capacity for water 50- 1000ml 50- 5000ml 50-10000ml 50-20000ml

Overall Dimensions (LxWxH) 265%155%x120mm  325x215x120mm  430%270x150mm 500%330%150mm



Magnetic Stirrer

ADT-101

FEATURES

- LCDdisplay with backlight

ADT-102

Square Top
150x150mm

5 4

ADT-103

» Top plate available in stainless steel/Ceramic and round/square
« Automatic recognition and capture of displaced stirring bar

» Safe temperature control for unsupervised operation
» 2independent safety circuits, independent temperature sensor detection

« Warning display indicating residual heat when powered off

« Brushless DC motor
« RS232interface

« Optional: External Temperature PT100, PT1000 and bracket

Type

Top Plate Material

Top Plate Size (mm)

Heating Plate Safety Temp. Range
Max. Stirring Capacity (Water) (L)
Max. Length of Stirring Bar (mm)
Stirring Speed Range (rmp)
Speed Display

Temperature Control Range(C)
Speed Display Resolution(rpm)
Temperature Control Accuracy(C)
Temperature Display Accuracy(C)
Heating Rate (1L Water, K/min)
External Temperature Sensor
External Sensor Temp. Control Accuracy (C)
Heating Power (W)

Rated Power(W)

Motor Input Power (W)

Working Temperature(°C)
Dimensions (WxHxD,mm)

Weight (Kg)

Power Supply

Magnetic Stirrer with Hot
Plate & LCD Display

100-350°C
20
80
100-1600
LCD
RT-350
1
1
0.1
6
PT-100
0.2
500
500
18
5-40
310x180x110

3.5

Magnetic Stirrer with
LCD Display

ADT-Series

- €

Square Top
130x130mm

Round Top
2135mm

ADT-104

Magnetic Stirrer with Hot
Plate & Scale

Stainless Steel (Optional: Ceramics)

20

80

100-1600

LCD

1

310x180x110

3.5

220V/50Hz (Optional:

@135 round top (Optional: Square top 130x130,150x150)

30 30
80 80
0-1600 0-1600
SCALE SCALE

RT-350 -

6 R
500 -
530 20
20 20

5-40 5-40
310x180x110 310x180x110
4 4

110V/60Hz)

Magnetic Stirrer with Scale
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